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Specifications 
Silent, fanless design 
Rugged, stylish construction 
1/4” TRS and RCA inputs 
Binding post (“banana”) outputs 
LED output level metering andXLR 
inputs (RA300 and RA500) 
 
RA150 
• 4 ohms: 75 watts RMS per channel 
• 8 ohms: 45 watts RMS per channel 
• 8 ohms: 150 watts RMS, bridged 
 
RA300 
• 4 ohms: 150 watts RMS per channel 
• 8 ohms: 90 watts RMS per channel 
• 8 ohms: 300 watts RMS, bridged 
 
RA500 
• 4 ohms: 250 watts RMS per channel 
• 8 ohms: 150 watts RMS per channel 
• 8 ohms: 500 watts RMS, bridged 
 
Dimensions & Weights 
RA150: 18.9”x 3.9” x 10.25” (2 RU) 
   (480mm x 99mm x 260mm) 
   15 lbs. (6.8 kg) 
RA300: 18.9” x 3.9”x 10.63” (2 RU) 
   (480mm x 99mm x 270mm) 
            19 lbs. (8.6 kg) 
RA500: 18.9” x 5.63” x 10.71” (3 RU) 
            (480mm x 143mm x 272mm) 
            28.5 lbs. (13.0 kg) 


