
155 

X221X 32-Gray bars Test pattern
X222X 32-Red bars Test pattern
X223X 32-Green bars Test pattern
X224X 32-Blue bars Test pattern
X225X 32-Color bars Test pattern
X226X Checker board Test pattern
X227X Optical 13-Point Test pattern
X228X Reflective edge Test pattern
X229X Grid Test pattern

X231X DMDRedCurtain  
X232X DMDGreenCurtain  
X233X DMDBlueCurtain  
X234X DMDBlackCurtain  
X235X DMDYellowSolidField  
X236X DMDCyanSolidField  
X237X DMDMagentaSolidField  
X238X DMDHorizontalRamp  
X239X DMDVerticalRamp  
X240X DMDHorizontalLines  
X241X DMDDiagonalLines  
X242X DMDVerticalLines  
X243X DMDGrid
X244X DMDCheckerBoard  
X245X DMDBlue60Curtain  
X246X DMDGray20Curtain  
X247X DMDGray10Curtain  
X248X DMDGray6Curtain  
X249X DMDFullWhiteCurtain 5X  
X250X DMDFullBlackCurtain  

  
X251X DMDRedRampCurtain  
X252X DMDFullWhiteCurtain 4X  
X255X Rework - door lock of auto alignment  

  
X271X ColorWheelSpeed_4X  
X272X ColorWheelSpeed_5X_NoSLR  
X273X ColorWheelSpeed_5X_SLR  
X274X ColorWheelSpeed_6X_NoSLR  

  

X401X SetJEPICOBypassMode
Apply before color
alignment

X402X SetJEPICONormalMode
Apply after color
alignment

  
X997X Show factory serial version  
X998X Show error message record  
X999X show RS232 op code  

  


