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™True 16:9 DLP Projector

PE5120
DLP 1100 ANSI WVGA Projector

• WVGA (854 x 480)
• 0.53” 12° DMD Panel
• 1100 ANSI lumens
• Format: 16:9 Native
• Up to 300” dia screens
• Zoom Ratio: 1:1.2, Manual Zoom, F=2.4

to 2.8
• ±15° Digital Keystone
• <32db noise level
• Contrast ratio: 2000:1
• Lamp: 200W VIP, 2000 hours lamp life
• Inputs:

S-Video x 1
Composite Video x 1
Component (YPbPr) x 1
Progressive Component

         (YPbPr) x 1
DVH with HDCP x 1
USB x 1

• Acceptable Video Signals:
NTSC/PAL/SECAM/HDTV
(480p, 720p, 1080i)

• 10.3" x 3.9" x 8.5
• Net Weight: 6.4 lbs
• Shipping Weight: 12 lbs

Digital Light Processing™ is the
world's only all-digital display solution

and a key ingredient in the best
digital projectors available today.

DLP™ technology uses an optical
semiconductor to recreate source

material with a fidelity analog
systems cannot match.

3-Year Limited Warranty, free 1st
year Xpress Xchange Service

200W-Lamp-1
200W VIP Lamp for the PE5120

PMD-1 Universal Omnimount
Ceiling mount for PE5120

MAC-Adapt
Macintosh adaptor for projectors

and displays

Includes: User Guide, Quick-start
guide, IR remote, 2 AAA batteries,

power cord.

Dia 
(in) HT (in) WID (in)
77" 37-1/2"  67" 8.7' 10.6'
92" 45"  80" 10.4' 12.7'

106" 52"  92" 12' 14.7'
110" 54"  96" 12.5' 15.3'
119" 58"  104" 13.5' 16.5'
133" 65"  116" 15' 18.4'
159" 78"  139" 18' 22'
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