
Specifications

Model Name
Size
Aspect Ratio
Brightness
Contrast Ratio
DTV Compatibility
Video Compatibility
Response Time
Viewing Angle
Resolution
Speaker (Optional)
Input Terminals

Video Features

Special Features

DV3750

Key Features:
• 3D Y/C Digital Comb Filter
• 3/2 Pull Down Recovery
• PIP/POP Function – PC
• Individual Color Adjustment
• DVI – HDTV Input
• DCDi by Faroudja
• Native HD Resolution : 1920 x 1080
• Subwoofer Out
• Optional Subwoofer
• Senseye™ Technology
• Independent Color Adjustment for 4 colors (R/G/B/Y)
• Convenient feature: Side A/V B/D
• SRS TruSurround
• DVI-HDCP

DV3750
37”
Wide screen 16:9
550 nits
800:1
480p, 720p, 1080i, 1080p
NTSC
8ms (gray to gray)
H/V: 176/176
1920 (x 3) x 1080
15W x 2
(Optional) TV Tuner x 1
Composite Input x 3
S-Video x 3
Component x 2
D-Sub x 1
DVI-HDCP x 1
RS232 x 1
Senseye™ Technology
10 Bit Color Processing
RGBY 4 Colors Independent Adjustment
Faroudja True Life Video Enhancement
Edge, Image and Adaptive Color Enhancement
Noise Reduction and Cross Color Suppression
De-Interlacing
3D Y/C Comb Filter
3D Edge Filtering
Gamma Correction
HDTV Compatible
3:2 Pull Down Recovery
User Situation Mode
PIP/POP
Independent Color Adjustment (Red, Green, Blue, Yellow)
16:9 / 4:3 / Full Screen / Fine zoom / Wide
Picture Modes
Personal Setting

BenQ LCD Display

Color Enhancement
Restores true-to-original image.

Clarity Enhancement
Presents purified display.

Motion Optimization
Smoothes out moving images.

Contrast Enhancement
Shows unparalleled details.
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