
Quick Connection Guide for
VideoLabs Flexible Camera Series

Cable and Cable Breakouts
Each flexible gooseneck camera is equipped with
a connection cable. This cable connects to the
camera base for the FlexCam, StudentCam and
TeachCam. The DocCam has an 8-Pin DIN
connector.

Cable breakouts

NOTE:
Audio connection is

not required for video

only image.

©2001 E.mergent, Inc.  Reproduction in whole or part without written permission is prohibited.  VideoLabs is a registered trademark of E.mergent, Inc.  Specifications subject to change without notice.
Form Number VL1177 Quick Connection Guide/10-01

5960 Golden Hills Drive • Minneapolis, MN  55416-1040
763-542-0061 • 800-467-7157
www.videolabs.com
info@videolabs.com

®

Cable

Audio Connection
VideoLabs cameras have an integrated microphone with line level output.
Connect the audio output to an amplifier, TV or VCR.

Basic connection diagram
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 1  12 VDC Power Connection –

Use only the power supply provided.

 2  S-Video Output –

Connect to video input of video display device.  Use the

supplied S-Video or Composite Video adapter, if required.

Set display to proper input (i.e. Video 1, Video 2, Aux IN, etc).

 3  Audio Output –

Connect to audio input of video display, VCR or TV.

 4  Cable Breakout Connections
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