TH100 DIP SWITCHES
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REFER TO THE TH100 MANUAL FOR INSTRUCTIONS ON SYSTEM SET-UP.

Notes:

1.
Usually four of the "compatibility" switches are in the ON (UP) position.

2.
Sensitivity switch #1 selects sensitivity of the telephone's mic element (carbon or electret).

3.
Only one of the Sensitivity Grounding switches (2 or 3) can be OFF (DOWN) at a time.

4.
The 25 dB pad (Sensitivity switch #4) is removed by turning the switch OFF (DOWN).

TH100 POSSIBLE SWITCH COMBINATIONS
THE FOLLOWING ARE POSSIBLE "COMPATIBILITY" SWITCH COMBINATIONS.

Note:
The compatibility switches listed should be in the up position and the rest of the compatibility switches should be down.

1.
1, 2, 3, 4.

2.
1, 2, 3, 5.

3.
2, 3, 4, 12.

4.
2, 4, 11, 12.

5.
1, 2, 3, 4, 5.

6.
1, 2, 3, 4, 7.

7.
1, 2, 3, 4, 10.

8.
1, 2, 3, 4, 12.

9.
1, 2, 3, 4, 9.

10.
1, 2, 3, 4, 11.

11.
1, 2, 3, 4, 6.

12.
1, 2, 3, 4, 8.

13.
1, 2, 3, 7.

14.
1, 2, 4, 8.

15.
1, 2, 4, 11.

16.
1, 2, 7, 8.

17.
1, 3, 4, 6.

18.
1, 3, 4, 9.

19.
1, 3, 5, 6.

20.
1, 6, 7, 11.

21.
2, 3, 4, 6.

22.
2, 3, 4, 10.

23.
3, 4, 9, 10.

24.
5, 6, 11, 12.

25.
7, 8, 9, 10.

THE FOLLOWING IS THE FUNCTIONAL SWITCH DIAGRAM OF THE TH100.
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