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19” Rackmount Width 1U High 

North American Power Distribution 

Warranty/Support:  ETA Systems warrants its power conditioners against defects in materials and workmanship for a 
period of three years from the date of shipment.  For service or support on any ETA Systems product, please contact 
ETA Technical Support at (800) 321-6699.   

ETA Systems - 1450 Lakeside Drive, Waukegan, IL  60085 
www.etasys.com 

Model # Amps/
Watts 

Recep-
tacles 

Always-on  
Receptacles 

Rack 
Lights 

Meter-
ing 

Watchdog 
LEDs 

Depth Shipping 
Weight (lbs) 

PD8 
 

15/1800 8 1 Front   + 8” 7 

PD8L 15/1800 8 2 Rear, 1 Front +  + 8” 7 

PD9L 15/1800 9 2 Rear, 1 Front +  + 7 1/2” 8 

PD11LV 15/1800 11 2 Rear, 1 Front + +  7 1/2” 9 

PD11P 20/2400 11 2 Rear, 1 Front   + 10” 10 

PD11VP 20/2400 11 2 Rear, 1 Front  + + 10” 10 

PD11LP 20/2400 11 2 Rear, 1 Front +  + 10” 10 

PD11LVP 20/2400 11 2 Rear, 1 Front + + + 10” 10 

PD8, PD8L REAR 

PD9L REAR 

PD11LV,PD11P,PD11VP,PD11LP,PD11LVP REAR 


