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Front  of Unit Connections
Master Switch with Indicator
Mini Line or wireless Input

70v, 25v DISTRIBUTION AMPLIFIER
45 WATTS RMS, SELECTABLE BETWEEN MONO & STEREO

Everthing built in, a marvel of miniaturization and  the combination of newer technology Chip Design and PC Board Surface Mounting results in a
significant size reduction and a Cleaner Sound. These features can be seen when making "side by side" performance
comparisons.

MONO - STEREO
SELECTION SWITCH

SMALL SIZE - LIGHT WEIGHT

Rear of Unit Connections
 1 1/4” Jack Line Input

REQUIRED OPTION
Power Supply UL / CSA Listed
110v - 12v AC 4.5 Amps

70 Volts or 25 Volts STEREO - MONO OUT
22.5 watts Mono each Zone to two Zones

45 watts Stereo Mode to one Zone
(22.5 watts per Channel)

LINE IN

Left & Right Channel 70v, 25V Outputs

The Universal Bracket can also be
mounted to any Flat Surface

The Universal Mounting Bracket can be
used in Single or in Space Saving Paired

Configurations

The Universal Mounting Bracket
(Patent Applied for)

MULTIPLE MOUNTING OPTIONS
The Installer is not limited to how and where the Amplifier is placed. The Bracket with the Amplifier
installed is only 2” high, so limited Ceiling Space will not present any problems.

Using the Universal Mounting Bracket is not only simpler and quicker to install, but it eliminates the
need for different Mounting Brackets due to its “Mix & Match” Pre-drilled holes.

AMPLIFIER SECTION
45 watts RMS Switch Selectable Stereo/Mono
45 watts Stereo to One Zone
22.5 watts to Two Zones Mono
15 Hz-22 kHz Frequency Response
115 dB Dynamic Range
95 dB Signal to Noise Ratio
.003 Total Harmonic Distortion
TRANSFORMER SECTION
2 70/25v Matching Transformers (Built In)

Now fitted with Auto-Balance
a Nigel B Exclusive

Using an Adapter, the 1/4" Line In Connector
can be changed to 2 RCAs or Mini Jack

22.5 watts Mono each Zone to two Zones
45 watts Stereo Mode to one Zone

(22.5 watts per Channel)
OPTIONAL LINE OR

WIRELESS MIC
INPUT

Or mounted to any Projector's Pole

Nigel B's 19" RackFrame™

THEFT CONSIDERATIONS

Smaller Than two VHS Tapes

Using the Universal Mounting Bracket with this unit allows everthing to be mounted
at Ceiling Level, reducing the chance of theft.

Using Nigel B's™ 1U Rackspace Frame
allows all modules to be installed into any 19" Rack
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