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Our web site includes Specifications and pictures of each Module.  For further infomation
including  OEM / Dealer Pricing, e-mail us or telephone us at the number below

Nigel B Design, Inc.  CA  USA. Tel: (818) 487-9323   Fax: (818) 766-9805
 Web Site: www.nigelbdesign.com.   E-Mail: sales@nigelbdesign.com

Each 1U Module measures: 4 1/4" deep, 4 3/8"  wide and 1 3/4" high.

There are more than 20 Nigel B Modules that can be installed in this unique 19" RackFrame
System™ and you can add any Custom Made Connecting Panels of your choice

Unused spaces can be populated with our Blanking Panels or any of our 1U modules.

These include: Standard 45 W Stereo Amplifier, 70v 45 Watt Amplifier, Stereo Mixer, 4 Channel Headphone Amplifier,
Stereo Mic/Pre Amp Mixer, Gooseneck Lamp Module, Power Module, etc.

*There are many different modules to choose from, with each one taking 1/4 of 1U Rackspace

The 4 supplied screws is all you need to attach the modules to the Frame

 STEREO HEADPHONE AMPLIFIER

EACH UNIT USES ONLY 1/4 OF 1U RACKSPACE

SPECIFICATIONS
Frequency Response: 15 hz-25 Khz + or - 5 Db
Signal  to Noise Ratio: Better than 95 Db
THD better than .01%
4 1/4" Stereo Headphone Jacks on Front Panel
Independant Volume Control above each Jack
Dual 8- 1200 Ohm Input with Gain Control
Two 1/4"  Stereo Input Jacks on Rear Panel
Gain Control  on Front Panel
Two Selectable Inputs using Toggle Switch on Front Panel
SIZE

POWER SUPPLY:
UL/CSA  Aproved External
12 v AC  500 ma included

Works efficiently with both Professional 1200 Ohm High Impedance Headphone right down to 8 Ohm Consumer Grade
Headphones with a clarity never possible before. This is achieved using a brand new Chip set, Proprietary Circuits and
Surface Mounted Components for an Ultra Low Signal to Noise Ratio.

PERFECT WHEN USED IN HIGH AMBIENT NOISE ENVIRONMENTS
User will appreciate the extra clarity of its superior sound quality and  higher volume that can be contolled by the Gain Control
situated on the Front Panel, making the unit perfect when used in noisy environments.

SUPERIOR SOUND REGARDLESS OF THE HEADSET USED
A technological breakthrough that allows any headphone to work perfectly, regardless of make or quality

4" Square or 1/4 of 1U Rackspace

DUAL INPUTS SELECTABLE ON FRONT PANEL
A Toggle Switch on the Front panel allows the user to switch between two connected Inputs located on the Rear Panel.
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WITH DUAL INPUTS & 4 HEADPHONE OUTPUTS


