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There are over 20 different 1/4 Rack Modules and several Rack Configurations
to chose from, making this system extremely versatile.

Front  of Unit
Master Switch with Indicator
Mic 1 & Mic 2 Level Controls
1 Line Level Control

130 dB Dynamic Range
- 68 dB Signal to Noise Ratio
Total Harmonic Distortion .003 dB
REQUIRED OPTION
Power Supply 110v - 12v 300 m Amps
UL / CSA Listed

1/4 RACK SIZE

1 1/4" Line In Jack
2 1/4" Mic Line In Jacks

THE MIXER MEASURES
4 1/4" Wide, 4" Deep & 1 3/4" High

Smaller than
 four CDs

FOUR DIFFERENT WAYS TO INSTALL UNITS

 "MIX & MATCH"  using two Standard Microphones or 1 Standard and 1 Wireless Microphone. Each Microphone Input  has its own Volume Control so that
a precise mixing level of the microphones can be set in conjuction with the Line Level Music Source.

MIX AND MATCH WITH EXTRON'S VERSA® TOOLS & NIGEL B MODULES

19" Rack using the 1U Rackspace Rackframe
Four different Modules from Nigel B & 1/8 and 1/4 Rack
Extron® Versa® Tool Modules  fit into the 19" Rack

The Universal Mounting Bracket
Fits on to any Projector's Mounting Pole or any Flat Surface

Structured Panels
Using the Structured/Wall
Mounting Bracket

XITS-BN#traP rexiMoeretS 59.992$ecirPtsiL

77-SP-BN#traP spmA003.CDv21ylppuSrewoP 59.94$ecirPtsiL

FU1-BN#traP emarFkcaR"91U1 59.98$ecirPtsiL

WMPU-BN#traP etalPgnitnuoMrotcejorPlasrevinU 59.95$ecirPtsiL

MPW-BN#traP tekcarBlenaPgniriWderutcurtS 59.94$ecirPtsiL

WIRELESS MICROPHONE
INPUT

TWO MICROPHONE INPUTS

ALTERNATE MUSIC SOURCE

MIX UP TO TWO MICROPHONE INPUTS WITH YOUR LINE INPUT DEVICE

WIRELESS OR WIRED MICROPHONES

TO THE
AMPLIFIER

STEREO MIXER
ONE OF 20 DIFFERENT PROFESSIONAL GRADE MODULES

Nigel B™ 19" 1U RackFrame
Pole Mounting using

The Universal Bracket

LINE LEVEL IN
MUSIC SOURCE


