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MZ-B50
MINIDISC BUSINESS RECORDER

� STEREO RECORDING WITH BUILT-IN STEREO FLAT MIC

� VOICE UP™ FUNCTION FOR RECORDING MEETINGS

� BUILT-IN MONAURAL SPEAKER

� CLEAR VOICE™ FUNCTION IMPROVES RECORDING QUALITY

� LCD DISPLAY

� VOICE OPERATED RECORDING (VOR)

� EASY SEARCH FUNCTION

� FAST PLAYBACK

� EXTENDED RECORDING IN MONAURAL MODE

� SUPPLIED REMOTE CONTROL AND LISTENING DEVICE

� MICROPHONE SENSITIVITY (HIGH/LOW)

� TRACK MARKS

� MEGA BASS® SOUND SYSTEM

� OPTICAL (DIGITAL) LINE-IN JACK

� POWER REQUIREMENTS: 2 "AA" TYPE BATTERIES

� BATTERY LIFE RECORD TIME: 8 HRS

� STEREO MIC JACK

� SUPPLIED ACCESSORIES: HEADPHONE/
REMOTE CONTROL/HAND STRAP/CARRYING POUCH

� USES ACE-30HG AC ADAPTER

� OPTIONAL FOOT CONTROL FS-85B50



MZ-B50

FEATURES

� STEREO RECORDING WITH BUILT-IN STEREO FLAT
MIC records separate left and right channels in
stereo, and provides convenient recording
versatility in various situations

� VOICE UP™ FUNCTION is especially useful when
recording meetings as it emphasizes the stereo
separation feature, for clearer recognition of voices;
available when listening through headphones

� BUILT-IN MONAURAL SPEAKER has excellent sound
quality for general monitoring playback of recording

� CLEAR VOICE™ FUNCTION enhances voice quality
during recording and playback for greater clarity

� LCD DISPLAY shows Track Remaining and name,
Disc Remaining and Name, Recording Date, Play
Mode and other functions

� VOICE OPERATED RECORDING (VOR) activates the
recorder only when audible sound is present,
conserving media and eliminating soundless
passages during playback

� EASY SEARCH FUNCTION allows moving forward or
backward on the recording at high speed, to locate
specific recorded portions for playback

� FAST PLAYBACK lets you accelerate playback speed
1.6 times for greater listening convenience and
when transcribing

� EXTENDED RECORDING IN MONAURAL MODE
doubles the normal recording time available

� SUPPLIED REMOTE CONTROL AND LISTENING
DEVICE allows command of basic functions off-unit,
and includes a listening device for convenient
monitoring

� MICROPHONE SENSITIVITY (HIGH/LOW) enables
the unit to record a variety of situations, from
group meetings to individuals, more appropriately, 

� TRACK MARKS electronically mark reference points
during recording sessions

� MEGA BASS® SOUND SYSTEM produces deep, rich
bass tones for more pleasing overall sound

� OPTICAL (DIGITAL) LINE-IN JACK for connecting
to home digital preamplifier and to CD, DAT or
DSS units

� STEREO MIC JACK allows recorder to be used with
external stereo microphone

SPECIFICATIONS
FORMAT: MiniDisc

SAMPLING FREQUENCY: 44.1kHz

DATA COMPRESSION METHOD (CODING): ATRAC (Adaptive Transform

Acoustic Coding)

POWER REQUIREMENTS: "AA" type batteries x 2

BATTERY LIFE: Recording: 8 hours

DIMENSIONS (WHD): 1" x 3 1⁄2" x 4 3⁄4" (27.4 x 88 x 121.4mm)

WEIGHT: 7 3⁄4 oz (220g) w/out batteries

SUPPLIED ACCESSORIES: Headphone, Remote Control, Hand Strap, Carrying Pouch

OPTIONAL ACCESSORIES: ACE-30HG AC Adapter, FS-85B50 Foot Control 
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