
Key Features
• Tuner base frame for High End PC control wireless

system
• Frame holds 4 WRU-8N plug-in Tuner modules
• Built in antenna divider
• Can daisy chain 4 tuner bases together to build a

16 channel system
• System can be controlled from your computer

using supplied GUI software
• Ethernet connections for remote control and 

monitoring of all system functions

Key Applications
• Designed for building larger multi-channel wireless

systems requiring easy system set up and PC
monitoring 

• Perfect for all large venues requiring multi channels
of operation (live sound, theater, stage, schools,
churches etc.)

Key Competitors and Pricing
N/A

Sony’s MB-8N 
Wireless Tuner Base

The MB-8N tuner base unit accommodates up to

four WRU-8N tuner units, and it includes a built-in

antenna divider making it easy to daisy-chain up to

four of these base units to form a 16-channel sys-

tem. The MB-8N excels in the level of remote oper-

ation and monitoring it provides. Over standard

Ethernet connections, a complete system can be

set up and controlled from a PC running the sup-

plied GUI software. This includes the store and

recall of different channel configurations, a feature

that is particularly useful for location use and

equipment rental organizations.

www.sony.com/professional 

Sony Electronics Inc.
1 Sony Drive
Park Ridge, NJ 07656

For further information about the MB-8N, please contact your Sony Account Manager
or download a more detailed spec sheet from the Sony website.
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MB-8N • Suggested List Price $2,900.00   ▼


