
Key Features
• Transmitter unit accepts 5 optional microphone

capsules to fit a wide range of applications
• Audio commander time constant is switchable to

suit different capsules
• Selectable RF output level: 10mW or 50mW
• Large LCD display
• Lockable power switch

Capsules (options)
• CU-F780 Dynamic Supercardiod Microphone
• CU-G780 Dynamic Cardiod Microphone
• CU-E700 Supercardiod Condenser Microphone
• CU-E672 Hypercardiod Condenser Microphone
• CU-F117 Omnidirectional Dynamic Microphone

Key Applications
• Perfect for all ENG, EFP and Videographer

applications
• Gives user the choice to choose the correct

microphone capsule for the specific application
without changing the whole transmitter

Key Competitors and Pricing
N/A

Sony’s WRT-847B66/68 UHF
Synthesized Handheld
Transmitter Unit

With five optional microphone capsules, Sony’s

WRT-847B UHF Synthesized Transmitter Unit

provides a choice of characteristics that suit a

range of different applications. Other features

include PLL frequency synthesized circuitry for

highly stable operation and an easy-to-read LCD

screen and LED’s for indication of extensive

information.

www.sony.com/professional 

Sony Electronics Inc.
1 Sony Drive
Park Ridge, NJ 07656

For further information about the WRT-847B66/68 UHF, please contact your Sony Account Manager
or download a more detailed spec sheet from the Sony website.
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WRT-847B66/68 UHF • Suggested List Price $1,080.00▼


