
The Sony UP-D50 and UP-D50/MD provide outstanding digital

photo prints in approximately 30 seconds*. This medical grade

printer has an image spooling function that enhances productivity

by allowing a second image to be transferred at the same time the

first image is being printed, reducing total printing time and

increasing throughput. The UP-D50/MD is capable of printing

multiple images (1, 2, or 4 images) on one page and includes our

adapter cable which provides interface capability with USB

peripherals. The UP-D50/MD combines reliability with the features

required for a wide range of medical applications.

� Digital Color Video Printing 

� 5 x 7 Print Size

� Approximately 300 dpi

� High Speed Printing -
approximately 30 Seconds 
in high-speed mode

� USB Compatible using supplied
adapter cable (MD model only)

� High quality, photo-like images

� Worldwide power and video
capability

� Cut paper "no curl" print media

UP-D50/UP-D50/MD
Color Digital Printer

UP-D50

*Compatible with Windows® 2000/XP only.



UP-D50

Printing Method Dye Sublimation

100 sheets

AC 100- 240 V, 50-60 Hz

250W

Resolution 300 dpi

Effective Print Pixels NTSC: 976 x 1920 dots  PAL: 1,176 x 1,920 dots

UPC-510 approx. 30 sec.

5 1/4" x 7 1/4"  (133 x 184 mm)Print Area:

Print Speed: (High-Speed Mode)

UL-2601-1 ListedCompliance:

Paper Tray Capacity:

Interface:

Power Requirements:

Max Power Consumption:

SCSI-2* 

UP-D50/UP-D50MD
S p e c i f i c a t i o n s

UPC-510 Color Printing Pack
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Caution: Federal (USA) law restricts this device to sale by or on the order of a physician or other appropriately licensed medical professional. 
Caution: See product labeling for indications, contraindications, warnings, cautions and directions for use.

ME-UPD50MD

256 gradations for Yellow, Magenta, Cyan 
Over 16.7 millions colors per dot

Gradations:

2 FramesMemory:

14 5/8" x 5 x 19"  (WHD) 
370mm x 125mm x 482 mm (WHD)

28 lbs 10 oz.

Dimensions:

Weight:

Ink Ribbon Holder
AC Power Cord

Paper Tray
Print Tray

CD Rom (Printer Drivers, ICC Profiles, On-line manual)
Operation Manual

SCSI-2 to USB Cable (LUB-SC2) * UP-D50/MD only 
Starter Pack media (100 sheets / 1 ribbon) * UP-D50/MD only

Supplied Accessories:

Optional Accessories:
UPC-510 Color Printing Pack (200 prints)

UPA-50RH Ink Ribbon Holder
LUB-SC2 USB to SCSI Cable

Optional Accessories:

A5 Size 5 7/8" x 8 1/4"  (148 x 210mm)Paper Sizes:

™

*USB 2.0 Compatible with optional LUB-SC2 converter Cable

UP-D50 Back Panel


