
VPL-CX75 
 

 NEW WIRELESS LCD DATA PROJECTOR, with “Airshot” 
 Completely new, stylish chassis design 
 2500 ANSI lumens in high mode, 2000 in Standard mode 
 XGA (1024 x 768) Resolution 
 AirShot wireless connection is supported 
 AirShot software and wireless cards are supplied 
 PC Free operation from Memory Stick 
 Quiet Operation, as low as 30dB 
 Power Zoom and Focus 
 Auto Focus 
 Advanced Auto Set-Up, at power up 

 Lens cover retracts, height adjusts 
 Input is selected 
 Focus is adjusted 
 Digital keystone correction is adjusted 
 Auto Pixel Alignment is adjusted 

 Lamp life is 2000 hours/3000 hours in high/low mode 
 Accepts Digital TV signals, including HDTV up to 1080/50i 
 “Side Shot” Horizontal Keystone correction 
 OFF & GO, allows power disconnection during lamp cool down. 
 Suits floor, ceiling and rear projection applications 
 Password security and control panel lock 
 Control and management via 802.11b wireless LAN 
 Image freeze, 4 times Digital Zoom 
 Image and Sound mute functions 
 Screen sizes up to 300 inch diagonal 
 15 Language On-screen Display 
 Kensington Lock Hole is incorporated 
 Macintosh® compatible 
 Sony 2-year Warranty ** 
 Dimensions (WxHxD): 11.7 x 2.7 x 9.6 inches 
 Weight: 6.4 lb. (approx) 
 Supplied accessories include 

 Power cable, 15 pin VGA cable, USB cable, spare air filter 
 AirShot Application Software and wireless cards 
 Presentation Remote Commander, IR Remote Commander 
 High quality carry case 
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