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! WARNING
This manual is intended for qualified service personnel only.
To reduce the risk of electric shock, fire or injury, do not perform any servicing other than that
contained in the operating instructions unless you are qualified to do so. Refer all servicing to
qualified service personnel.

! WARNUNG
Die Anleitung ist nur für qualifiziertes Fachpersonal bestimmt.
Alle Wartungsarbeiten dürfen nur von qualifiziertem Fachpersonal ausgeführt werden. Um die
Gefahr eines elektrischen Schlages, Feuergefahr und Verletzungen zu vermeiden, sind bei
Wartungsarbeiten strikt die Angaben in der Anleitung zu befolgen. Andere als die angegeben
Wartungsarbeiten dürfen nur von Personen ausgeführt werden, die eine spezielle Befähigung
dazu besitzen.

! AVERTISSEMENT
Ce manual est destiné uniquement aux personnes compétentes en charge de l’entretien. Afin
de réduire les risques de décharge électrique, d’incendie ou de blessure n’effectuer que les
réparations indiquées dans le mode d’emploi à moins d’être qualifié pour en effectuer d’autres.
Pour toute réparation faire appel à une personne compétente uniquement.

Attention-when the product is installed in Rack:

1. Prevention against overloading of branch circuit
When this product is installed in a rack and is
supplied power from an outlet on the rack, please
make sure that the rack does not overload the supply
circuit.

2. Providing protective earth
When this product is installed in a rack and is
supplied power from an outlet on the rack, please
confirm that the outlet is provided with a suitable
protective earth connection.

3. Internal air ambient temperature of the rack
When this product is installed in a rack, please make
sure that the internal air ambient temperature of the
rack is within the specified limit of this product.

4. Prevention against achieving hazardous
condition due to uneven mechanical loading
When this product is installed in a rack, please make
sure that the rack does not achieve hazardous
condition due to uneven mechanical loading.
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CAUTION

Danger of explosion if battery is incorrectly
replaced.

Replace only with the same or equivalent type
recommended by the manufacturer.
Dispose of used batteries according to the
manufacturer’s instructions.

Vorsicht!

Explosionsgefahr bei unsachgemäßem
Austausch der Batterie.

Ersatz nur durch denselben oder einen vom
Hersteller empfohlenen ähnlichen Typ.

Entsorgung gebrauchter Batterien nach Angaben
des Herstellers.

ATTENTION

Il y a danger d’explosion s’il y a remplacement
incorrect de la batterie.

Remplacer uniquement avec une batterie du
même type ou d’un type équivalent recommandé

par le constructeur.
Mettre au rebut les batteries usagées

conformément aux instructions du fabricant.

ADVARSEL!

Lithiumbatteri-Eksplosionsfare ved fejlagtig
håndtering.

Udskiftning må kun ske med batteri
af samme fabrikat og type.

Levér det brugte batteri tilbage til leverandøren.

Voor de klanten in Nederland

Dit apparaat bevat een (CF)n-Li batterij voor memory
back-up.

Raadpleeg uw leverancier over de verwijdering van de
batterij op het moment dat u het apparaat bij einde
levensduur afdankt.

Gooi de batterij niet weg. maar lever hem in als KCA.

Bij dit produkt zijn batterijen geleverd.
Wanneer deze leeg zijn, moet u ze niet
weggooien maar inleveren als KCA.
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Manual Structure

Purpose of this manual
This manual is the installation manual of digital videocassette recorder DNW-A28/
A28P.
This manual is intended for use by trained system and service engineers, and
provides the information that is required to install (environment, connection infor-
mation, initial setting, etc.) .

Related manuals
Besides this “installation manual”, the following manuals are available for digital
videocassette recorder DNW-A28/A28P.

..... Operation Manual (Supplied with the unit.)
This manual is necessary for application and operation (and installation) of the unit.

..... Maintenance Manual (available on request)
Volume-1 : Service Instruction
Volume-2 : Parts List, Diagrams

These manuals describe the maintenace and service information (service over-
view, adjustments, board layouts, schematic diagrams, detailed parts list, etc.)  for
this unit. If these manuals are required, please contact your local Sony Sales
Office/Service Center.

..... Protocol Manual of Remote (9-pin) Connector (available on request)
This manual explains the protocol for controlling the VTR via the RS-422A (9-pin
serial remote). If this manual is required, please contact your local Sony Sales
Office/Service Center.
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Section 1
Installation

1-1. Installation Procedure

Installation procedure of this unit is shown on the following flowchart.
Refer to each section about detail of each flow.
The operation manual is also reqruired to do *-marked flow.

1-2. Supplied Accessories

Cap, BNC ........................................................................ 11
Cap, DC OUT .................................................................... 2
Cap, XLR (F) ..................................................................... 2
Cap, XLR (M) ................................................................... 5
Cap, DUST ........................................................................ 1
Operation manual .............................................................. 1
Installation manual ............................................................ 1

n
After installation, be sure to use the supplied cap for protecting unused connector.

1-3.    Operating Conditions 

1-4.    Power Supply

1-6.    Connectors / Cables

1-7.    Signal Inputs and Outputs    

1-8.  Setup Extended Menu

1-9.  Settings for External Editors

Start

Determination of 

installation place

Unpacking

*Connection

*Initial setup

*Operation check

End

n
When the unit is transported, it is required to pack the unit into the specified new packing materials.

Do not reuse the packing materials.

1-5.    Installation SpaceInstallation
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1-3. Operating Conditions

1-3. Operating Conditions

c
Do not block an air vent. If ventilation is not enough, the unit may be damaged due to increase the
internal temperature of the unit.

. Do not shove the unit into cramped place with poor ventilation.

. Be sure to make cleaning if a cooling fan is covered with dust.

. Replace a cooling fan periodically.

. Do not place the unit on a longhaired carpet.

. Do not cover the unit with cloth.

n
Good air circulaiton is essential to prevent internal heat build-up. Place the unit in location with sufficient
air circulation.
Do not block the ventilation holes of the cabinet and the front and rear panels.

Operating temperature: 0dC to 40dC
Operating humidity: 25% to 80% (Condensation not allowed)
Storage temperature: _20dC to 60dC
Locations to avoid:
. Areas where the unit will be exposed to direct sunlight of any other strong lights.
. Areas near heat sources.
. Dusty areas or areas subject to vibration.
. Areas with strong magnetic field.
. Areas with much electrical noise.
. Areas with much static electricity.
. Areas that is impossible to find a specified room for installation.

(Refer to Section “1-5. Installation Space” .)
. Areas windtight.
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1-4. Power Supply

The unit works either on the AC adaptor or battery. When repairing or checking the unit, AC adaptor
operation is recommended.

Power Voltage: DC 11 to 17 V
Power Consumption : 58 W

m
. The AC adaptor AC-DN1 cannot be used to derive power.
. While the unit is battery-operated, the remaining battery capacity is displayed on the FL display panel.

When the battery is nearly dead, the WARNING indicator on the upper left side of the front panel will
blink. For details, refer to the operation manual supplied with the unit.

1-4. Power Supply

DC INDNW-A28/A28P
Rear View

DC power cord

AC adaptor
AC-DN2A

AC adaptor
AC-550/550CE

Lithium-ion battery
BP-L60(A)/L90(A)Battery adaptor

BKP-L551

DC OUT

DC OUT

(DC cable)
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1-5. Installation Space

1-5-1. Outside Dimensions

Unit : mm

1-5. Installation Space

WARNING

DNW-A28
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1-5-2. Notes on Installation

c
To avoid an injury, do not install the unit on rickety table.

Ventilation and Installation Space for Servicing
. Do not block an exhaust section and an air vent (rear panel).
. In order to make a unit with good ventilation, ensure sufficient clearance around the unit. Especially,

keep more than 10 cm behind the unit.
. In order to ensure a workspace, more than 20 cm behind the unit is required. Be sure to keep drawing

space.
n
In consideration of service operation, it is recommended that keep more than 20 cm of headroom.

When Stacking the Units
. The maximum three DNW-A28/A28P can be stacked up, provided that these are installed on the

horizontal surface such as a stable desktop.
. When stacking the units, fit the feet of the upper unit onto the dents of the lower unit.
n
Do not stack the unit other than the DNW-A28/A28P.
The unit may cause malfunction if there is discrepancy in positions of the foot and dent regardless of
its weight.

Battery Adapter Attachment

When the unit is operated with a battery, be sure to use the following battery adapter and battery pack:
. Battery adapter: BKP-L551
. Battery pack: BP-L60(A)/L90(A)

Attaching Position of the Battery Adapter
Remove the two screws from the left side of the unit and install the battery adapter.
Regarding installation, refer to the operation manual.

Screws

DNW-A28/A28P Left side view

1-5. Installation Space
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Feet and Handle Removal

When installing the unit, remove the feet and handle on occasion.
If the feet and handle are removed, the height of the unit becomes 132 mm.

1. Remove one each screw to remove the four feet.
n
Keep the screws and the feet removed.
When operating the unit after demounting it from the rack, be sure to reattach the four feet to protect the
cabinet from the damage.
Tightening torque: 78 x 10_2 N . m {8.0 kgf . cm}

2. Remove the two screws to remove the handle.
n
Keep the screws and the handle removed.
When reattaching the handle, tighten the screws with the torque shown below and apply a locking
compound on the threads to avoid loosening of the screws and dropping the unit.
Tightening torque: 137 x 10_2 N . m {14.0 kgf . cm}

Screw (B3)
Screw (B3)

Foot

Foot

K4 x 16

K4 x 16

Handle

1-5. Installation Space
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1-5-3. Rack Mounting

Notes on Rack Mounting
. A rise in temperature inside the rack due to a residual heat by neiboring units will bad effects on the

unit. Check that the temperature inside the rack is within the range of specified operating temperature
of the unit.

. Use a commecially available rack mount kit.
Select an appropriate shelf taking size and weight of the unit into consideration.

. Never remove the top and bottom panels when installing the unit.

. Use adequately long cables for connection of the connector panel, considering that the unit is pulled out
from the rack.

Screws and mounting position when rack mounting
Be sure to use the following screws and holes when fixing the unit into the rack.

m
. Be sure to use the screw specified above or shorter one to avoid damage the unit.
. After rack mounting, check that the temperature inside the rack within the range of 0 dC through 40 dC.
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1-5. Installation Space
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1-6. Connectors/Cables

When external cables are connected to the connectors of this unit, the hardware listed below (or equivalents) must be
used:

Panel indication Connection connector (Sony P/N) Connection cable (Sony P/N)

VIDEO REF IN Plug, BNC (1-564-742-11) RG-59B/U cable
VIDEO INPUT
VIDEO OUTPUT
TC IN
TC OUT

SDI IN Plug, BNC (1-564-742-11) BELDEN 8281 cable
SDI OUT  Maximum cable length: 200m

 (Reference value based on DNW series)

AUDIO INPUT XLR 3P, MALE (1-508-084-00) –––––––

AUDIO OUTPUT XLR 3P, FEMALE (1-508-083-00) –––––––
MONITOR OUTPUT

DC IN XLR 4P, FEMALE (1-508-362-00) DC power cord (1-551-577-00:supplied with AC-550/550CE)

DC OUT Plug 4P MALE (1-566-425-11) –––––––

REMOTE Plug 9P MALE (1-560-651-00) RCC-5G(5 m)/10G(10 m)/30G(30 m)
Shell, Junction 9P (1-561-749-00)

AUX Plug 6P MALE (1-560-078-00) –––––––

HEADPHONES JM-60 stereo phone plug –––––––
(commercially available)

1-6. Connectors/Cables



1-9DNW-A28

DNW-A28P

1-7. Signal Inputs and Outputs

Communications connectors

6 REMOTE D-SUB 9P connector x 1 (RS-422A interface)
Remote control

![ AUX 6-pin connector x 1

Input connectors

1 AUDIO INPUT CH-1/CH-2 XLR 3-pin x2
Analog audio 2 channels
_60 dBu, 0 dBu, +4 dBu selectable, high impedance, balanced

2 VIDEO REF.IN BNC x2 (In loop through connection, with 75 Z termination switch)
External reference video signal (Black burst or composite sync)
40 IRE/0.3 Vp-p, 75 Z, negative sync

3 VIDEO INPUT BNC x2 (In loop through connection, with 75 Z termination switch)
Analog composite video 1.0 Vp-p, 75 Z, negative sync

!- SDI IN BNC x1
Component digital (270 Mbit/s) SMPTE 259M/ITU-R BT.656

8 TC IN BNC x1
Time code 0.5 to 18.0 Vp-p, 10 kZ, unbalanced

!\ DC IN XLR 4-pin x1
DC +11 to 17 V

REMOTE

TC IN

TC OUT

SDI OUT

SDI IN DC OUT

DC-IN

AUX1 2

VIDEOAUDIO INPUT

REF. IN

AUDIO OUTPUT

ONOFF

ONOFFONOFF
75Z

CH-1

1/3

+4dBu

48V 48V

_60 0

CH-2

+4dBu_60 0

INPUT OUTPUT

ON

1

2(SUPER)

OFF

75Z

2/4
MONITOR OUTPUT

R L

9 !/ != ![ !\!]!-

〈 Connector panel 〉

1 2 3 4 6 875

1-7. Signal Inputs and Outputs
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Output connectors

4 VIDEO OUTPUT 1 BNC x1
Analog composite video 1.0 Vp-p, 75 Z, negative sync

5 VIDEO OUTPUT 2 BNC x1 (Character superimpose enabled)
Analog composite video 1.0 Vp-p, 75 Z, negative sync

9 AUDIO OUTPUT 1/3, 2/4 XLR 3-pin x2
Analog audio 2 channels (CH-1/CH-2 or CH-3/CH-4 selectable from Sub menu)
+4 dBm (standard) (600 Z load), low impedance, balanced

!/ MONITOR OUTPUT R/L XLR 3-pin x2
Analog audio channel (AUDIO OUTPUT enabled by selecting from Sub menu)
+4 dBm (standard) (600 Z load), low impedance, balanced

!= SDI OUT BNC x2
Component digital (270 Mbit/s) SMPTE 259M/ITU-R BT.656

!] TC OUT BNCx1
Time code 1.0 Vp-p ±3 dB (75 Z load), unbalanced

7 DC OUT 4-pin connector x1 (for BVR-3)
DC +12 V (+11 to 17 V), 0.5 A (max)

HEADPHONES JM-60 stereo phone jack
(at the front) Analog audio

up to _20 dBu adjustable (8 Z load), unbalanced

1-7. Signal Inputs and Outputs

15

9 6

(External View)

(External View)

6 REMOTE (9P Female)

Pin No. Signal

1 GND

2 RM TX (_)

3 RM RX (_)

4 GND

5 PRIORITY

6 GND

7 RM TX (+)

8 RM RX (+)

9 GND

!\ DC IN (4P Male)

Pin No. Signal

1 GND

2 NC

3 NC

4 EXT DC
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7 DC OUT (4P Female)

Pin No. Signal

1 UNREG GND

2 NC

3 NC

4 UNREG +12 V

1 AUDIO INPUT (3P Female)
9 AUDIO OUTPUT (3P Male)
!- MONITOR OUTPUT (3P Male)

Pin No. Signal

1 GND

2 X

3 Y

![ AUX (6P Female)

Pin No. Signal

1 COM RX

2 COM TX

3 REG GND

4 CTS

5 RTS

6 NC

1-7. Signal Inputs and Outputs

(External View)

(External View)

FemaleMale

(External View) (External View)
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S201
ON

SY-259B board

1-8. Setup Extended Menu

The extended menus of the setup menu are usually not accessible. To display them, set the DIP switch on
the SY-259B board as follows:
n
For details on H-, 9- and B-series items, refer to the operation manual supplied with the unit.
For details on F-series items, refer to the maintenance manual, volume-1.

1. Pull up the handle so it bows upwards, and then loosen the two lid screws using a coin and so on to
remove the sub panel (TOP).

2. Set the switch S201-1 on the SY-259B board to “ON.”

3. Reattach the sub panel (TOP).

1-8. Setup Extended Menu

Sub panel (TOP)

Lid screws

Handle
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1-9. Settings for External Editors

1-9-1. Time Code Settings for Recorder

When editing with an editor capable of the 1st-edit (BVE-2000)
. Time code operation block on the front panel

INT/EXT switch 8 INT
PRESET/REGEN switch 8 PRESET
F-RUN/R-RUN switch 8 F-RUN

When editing directly from VTR to VTR

n
Make sure that the setting of ITEM-610 on the setup menu is as follows;
. ITEM-610: REGEN CONTROL MODE 8 0: auto edit

. Time code operation block on the front panel
INT/EXT switch 8 INT
PRESET/REGEN switch 8 PRESET
F-RUN/R-RUN switch 8 R-RUN

1-9-2. VTR Constant Settings for External Editors

The following constants are standard for each type and system listed.
When using an external editor which requires the VTR constants, use the settings listed. VTR constants
must also be set when switching between the 525 and 625 line systems.

m
1. Set the data No. 8 of VTR CONSTANT 1 to 0A for the following editors.

. BVE-900 ROM version 1.08 or lower

. BVE-600 ROM version 1.01 or lower
2. If the unit is controlled by the editor, be sure to set ITEM-401 on the setup menu as follows;

. ITEM-401: FUNCTION MODE AFTER CUE-UP 8 0: stop

1-9. Settings for External Editors

VTR CONSTANT 1 VTR CONSTANT 2

Data No. Data No.

System 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8

525/60 System B0 4D 00 96 07 07 04 8B 0A 08 FB 00 8D 3D FF 5A

625/50 System B1 4D 00 7D 07 07 04 8B 0A 07 FB 00 8F 4B FF 4B

Values are represented in hexadecimal
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1-9-3. System Phase Adjustment

An analog composite signal input at the VIDEO REF.IN or VIDEO INPUT connector of the unit should
be within specifications in SC-H.

In combination with a digital switcher
The system phase adjustment is unnecessary usually.
Refer to the operation manual supplied with the digital switcher for details.

In combination with an analog switcher
The system phase adjustment for the unit is necessary.
Refer to the operation manual supplied with the analog switcher for details.

1-9-4. Setup Menu Setting of ITEM-701

When incorporating the unit into an editing system
Set ITEM-701 on the setup menu as follows;
. ITEM-701: SELECTION OF VIDEO/SYNC DELAY 8 1: VIDEO DELAY

To prevent the picture shift in switching between when editing from VTR to VTR
Be sure to set the data No. of ITEM-701 for a recorder to "0: SYNC DELAY".

1-9. Settings for External Editors



The material contained in this manual consists of
information that is the property of Sony Corporation and
is intended solely for use by the purchasers of the
equipment described in this manual.
Sony Corporation expressly prohibits the duplication of
any portion of this manual or the use thereof for any
purpose other than the operation or maintenance of the
equipment described in this manual without the express
written permission of Sony Corporation.

Le matériel contenu dans ce manuel consiste en
informations qui sont la propriété de Sony Corporation et
sont destinées exclusivement à l’usage des acquéreurs
de l’équipement décrit dans ce manuel.
Sony Corporation interdit formellement la copie de
quelque partie que ce soit de ce manuel ou son emploi
pour tout autre but que des opérations ou entretiens de
l’équipement à moins d’une permission écrite de Sony
Corporation.

Das in dieser Anleitung enthaltene Material besteht aus
Informationen, die Eigentum der Sony Corporation sind,
und ausschließlich zum Gebrauch durch den Käufer der
in dieser Anleitung beschriebenen Ausrüstung bestimmt
sind.
Die Sony Corporation untersagt ausdrücklich die
Vervielfältigung jeglicher Teile dieser Anleitung oder den
Gebrauch derselben für irgendeinen anderen Zweck als
die Bedienung oder Wartung der in dieser Anleitung
beschriebenen Ausrüstung ohne ausdrückliche
schriftliche Erlaubnis der Sony Corporation.
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